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FORMATRICI PER CAPPELLETTI E
PRODOTTI RIPIENI MONOSFOGLIA

TTRLE] LA FORMING MACHINES FOR CAPPELLETTI
T S AND SINGLE SHEET FILLED PRODUCTS
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Formatrice monosfoglia per cappelletti, pelmeni, ravioli, saccottini e caramelle.
Per produzioni fino a 150kg/h, ideale per utilizzo industriale.
Dotata di un sistema di iniezione del ripieno tramite pompa bi-vite esterna.

Formatrice monosfoglia per cappelletti, pelmeni, ravioli, saccottini e caramelle.
Per produzioni fino a 60kg/h, ideale per pastifici e laboratori artigianali.
Dotata di un sistema di iniezione del ripieno tramite cilindro e pistone.

FLESSIBILE: ampia gamma di stampi intercambiabili e facilimente sostituibili
SEMPLICE: facilita d'uso e pulizia

INNOVATIVA:

« Ottimizzazione della produzione in funzuone dello stampo utnhzzato per
ridurre lo scarto di sfoglia.

+ Pompa ripieno bi-vite comandata da inverter inclusa ;

* Recupero, taglio e trasporto sfridi incluso

» Stampi realizzati con camme di movimento integrate

« Inverter per |a regolazione della velocita dei rulli calibratori

« Inverter per il controllo del carrello aste e del trancio

« PLC con touch-screen per selezione programmi stampi

« Sistema che garantisce il corretto senso di rotazione della macchina

'FLESSIBILE: ampia gamma di stampi intercambiabili e facilmente sostituibil
SEMPLICE: facilita d’'uso e pulizia

INNOVATIVA:
» Ottimizzazione della produzione in funzione dello stampo utilizzato per
ridurre lo scarto di sfoglia
» Stampi realizzati con camme di movimento integrate
« Inverter per la regolazione della velocita dei rulli calibratori
« Inverter per il controllo del carrello aste e del trancio
« Sistema che garantisce il corretto senso di rotazione della macchina
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Single-sheet forming machine for cappelletti, pelmeni, Single-sheet forming machine for cappelletti, pelmeni, ravioli,
ravioli, saccottini and caramelle. saccottini and caramelle.

For productions up to 60Kg/h, ideal for pasta shops and For productions up to 150Kg/h, ideal for industrial use.

artisanal laboratories. Stuffing injection by double-screw external pump.

g dfeetion Dy NG holder sad piston, FLEXIBLE: wide range of interchangeable and easily replaceable moulds

FLEXIBLE: wide range of interchangeable and easily EASY: easy to use and clean
replaceable moulds
INNOVATIVE:
EASL A loe S ceal » The system improves productivity based on each mould
INNOVATIVE: and reduces sheet scraps

« Double-screw stuffing pump controlled by inverter included
« Conveyor belt with scraps cutting system included
* Moulds designed with integrated motion cams

* The system improves productivity based on each mould
and reduces sheet scraps

* Moulds designed with integrated motion cams » Inverter to adjust speed of calibrating rollers
* Inverter to adjust speed of calibraling rollers « Inverter to control rods carriage and cutter
* Inverter to control rods carriage and cutter * PLC with touch-screen to select moulds programs
» System to ensure the machine correct direction of rotation * System to ensure the machine correct direction of rotation
DATI TECNICI CR160 CR250
TECHNICAL DATA POMPA/PUMP PRODOTTI STAMPO TRANCIO/CUTTER PESO/WEIGHT PUNZONI | PRODUZIONE/PRODUCTION [ PUNZONI | PRODUZIONE/PRODUCTION
CR160 CR250 mod. PRX PRODUCTS MOULD (mm) (g) circa/about PUNCHES (Ka/h) circa/about PUNCHES [Kg/h) circa/about
LARGHEZZA SFOGLIA . - == . = aid 6
SHEET WIDTH 160 mm #50 mm 2 & 33 ZE 2 aE =
19 53 5 2P 45 3p 105
LARGHEZZA
WIDTH 97 cm 100 cm 57cm 5 64 9 P 45 3p 150
- PINZATI/PINCHED 6 80 15 P 60 2p 150
PROFONDITA 85 em 82cm 110 em 7 80 15 P 60 2P 150
DEPTH
P 20 3p 60
:;T,EiZTA 180 cm 180 cm 150 em 9 8 P 30 2P 20
10 12,5 1P 35 2P 70
ffss{g HT 290 Kg 380 Kg 180 Kg 14 50 55 2p 50 4P 140
RAVIOLI 16 34 55 2P 40 4p 120
MASSIMO ASSORBIMENTO ELETTRICO ; 17 22 2 4P 40 8P 150
MAX ELECTRIC POWER 8 Kw 2l R 8 20 35 P 50 &P 140




